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ZIPLINE SLIDE
14-ELTLF002 RC3

Utilização do equipamento sujeito a condições vigiadas; Zona de segurança: Área mínima requerida pela norma EN 1176-1,6
Utilización del equipo sujeto a condiciones vigiladas; Zona de seguridad: Área mínima requerida por la norma EN 1176-1,6
Use of equipment subject to supervised conditions; Safety zone: Minimum area required by EN 1176-1,6
Utilisation d'équipement soumis à des conditions supervisées; Zone de sécurité: Surface minimale requise par l'EN 1176-1,6
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EN 1176-1,4

Espaço livre
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Fun
While having fun, children acquire immense abilities, from physical abilities to social interactions.

Socializing
Socialization and imagination are necessary throughout the game. All this creates a relationship between 
children and awakens the sense of coexistence and solidarity.

Play
Develops patience, sharing and sporting spirit.
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Plums
Wood: Laminated pine classified with guarantee quality by continuous internal control. With autoclave treatment, protecting 
it from attacks of mushrooms, insects and termites. Water-based paint finish finish specially developed to protect wood 
from moisture, weather and U.V. rays. Contains active principles that give it a protective barrier against the appearance of 
fungi and molds;

Real Estate Management
Pipes: Stainless steel AISI 304 Ø60mm;
Iron: Anticorrosive hot dip galvanizing treatment according to EN ISO 1461.

Fixation System:
      Type C - Standard fixing system composed of plumbing applied directly to the ground and cast with concrete;

Screws and accessories
Screws: Zinc-plated steel or, optionally, AISI 304 stainless steel;
Capsules: PP polypropylene plastic;




